


High R-value

R-value is the measurement of thermal resistance to
heat flow. A higher R-value indicates greater insulating
effectiveness. The type of material, its density and its
thickness are all factors in determining R-value. SPF has
an R-value of approximately */- 6.25 per one inch of
thickness enabling it to provide more thermal resistance
with less material than other roof materials.

Plus, because an SPF roof system is seamless and is
covered with a reflective elastomeric silicone coating, it
greatly reduces the thermal shock a building experiences
from fluctuation of outdoor temperatures.

The system functions to help regulate the building
temperature and can reduce heating and cooling costs,
saving enough energy over time to pay for the cost of the
roof installation. Using less energy to heat and cool makes
total ecological sense.

It’s Not A Complete Roofing Solution Without
The Right Waterproofing Membrane

A Silicone Membrane over an SPF roof completes
the system by creating a highly flexible, durable
waterproof barrier that:

Cures quickly — usually in just a few hours

Forms a seamless, self-flashing seal (no seams =
no leak problems)

Resists oxidation, wind-driven rain & snow and ozone
Is impervious to water, yet vapor permeable

Performs better than organic materials in all
weather conditions

Maintains flexibility (elastomeric properties) over a wide
temperature range

Offers resistance to cracking and peeling

Expands and contracts with the roof’s movement to
resist damage

Will not shrink, or become brittle or stiff

Provides tremendous durability and greatly increased
service life
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Reflects heat and UV rays, helping to cool roof
temperatures and reduce interior building temperature
on hot days. It also helps prevent heat loss from inside the
building on cool days.

Eliminates most tear-offs. Surface can be easily
reconditioned by cleaning the surface and recoating with
a fresh layer of coating — making the system completely
sustainable. This recoating usually incurs a fraction of the
cost of the initial installation.

Combine high-performance and environmental
responsibility by choosing WDG's line of solvent-free
silicone products containing recycled roofing materials
reclaimed through our exclusive Roof-to-Roof

(R2R™) process.

This complete system — using a silicone membrane and
an SPF base — is one of the most efficient, effective and
environmentally sound roofing choices available today.
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